
INSTRUCTION MANUAL 
WHEELS 

pg. 1     M2024.01 
 

 

INTRODUCTION 

Welcome to the ZEROLITE family! Thank you for putting your trust in our 
components. You have chosen one of the stiffest, lightest, best quality 
products. Original craftsmanship – designed, tested, and manufactured in 
Türkiye. 

Your safety is our number one priority. Please read this manual carefully 
before you install your new ZEROLITE Components product or ride it for the 
first time. Third party users must also be informed about the following 
provisions. Therefore, please keep these instructions in a safe place for later 
usage. 

These operating instructions are intended for the user of our wheelset and 
includes information on the installation, maintenance, and care. For your 
own safety please follow all instructions. 

ZEROLITE Team 

 

WARRANTY & SUPPORT 

 

OUR PROMISE 

We manufacture the highest quality products for your bike and want to 
ensure the best possible service and support. Therefore, we offer the original 
owner of ZEROLITE Components products a 2-year warranty and a lifetime 
crash replacement program for our entire product range. 

 

 PRODUCT REGISTRATION 

To get the manufacturer ‘s warranty and to participate in the crash 
replacement program, you must register your components with us. Send us 
an email with a copy of the invoice and the following information to 
sales@mticomposites.com : 

Name, Surname, Address, Phone number.  

We vouch for the quality of our products „Made in Türkiye“. This is why we 
warrant our carbon products to be free from defects in material or 
workmanship for 2 years from the original purchase date (product 
registration required). 

Modified, misplaced, misused, improperly installed, or obviously abused 
ZEROLITE Components products are not covered by this warranty.  

Based on this warranty, the company MTI DANISMANLIK BILISIM KOMPOZIT 
HAVACILIK MAK. SAN. VE TIC. A.Ş. is not liable for compensation, especially 
not for indirect damage caused by accidents, collateral damage, and 
consequential damage. 

 

 

 

LIFELONG CRASH REPLACEMENT 

We offer the original owners of ZEROLITE Components products a lifetime 
crash replacement program that covers all damages (optical damages are 
excluded) outside of the warranty, whether self-inflicted or third-party 
caused (product registration required). 

In this case we guarantee you a one-time discount of 40% on our 
recommended retail price if you decide to buy any new ZEROLITE 
Components product in the same product category. 

Please note that VAT, packaging, shipping and installation costs and any 
import duties are not covered. 

INTENDED USE 

The intended use of ZEROLITE products is approved exclusively for driving on 
asphalt, concrete or paved roads and paths, whereby permanent ground 
contact of the wheels must be guaranteed.  

Not suitable for jumps, riding on a wheel or braking where the rear wheel 
loses contact with the ground.  

ZEROLITE Components products may only be used within the intended 
surfaces. Otherwise, the user takes full responsibility. 

Damage can lead to failure of the component and thus to serious injury or 
even death. Externally damaged or defective components must not be used 
under any circumstances and must be replaced immediately. If you are 
unsure, contact us or a service center. 
 

GENERAL INFORMATION 

ZEROLITE wheels are approved for tubular and tubeless systems. Please 
check the table 1 regarding the braking systems, tire pressure 
recommendations and effective rim diameters. Please check your wheel 
system from below table.  

WEIGHT LIMIT 

The weight limit of the ZEROLITE rims is 115 kg including the rider weight 
plus system weight. (System weight = bicycle w. + equipment w.) 

APPEARANCE 

Our components are 100% handmade. Thereby it can come to different 
appearances. It makes each component unique and has no influence on the 
safety. 

EFFECTIVE RIM DIAMETER (ERD) 

 

The ERD is the direct distance between the opposite nipple seats. The ERD 
tolerance is +1mm.  Please see ERD information from Table 1.  

 

 

 

ATTENTION: 

Incorrect handling, installation, maintenance, or servicing can 
lead to accidents causing severe injuries or death! 

mailto:sales@mticomposites.com
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INSTALLATION 

 

• Before installation check the installation dimension of the hub fits your 
fork and frame.  

• The hub spacing is measured from the outside face of the lock nuts (or 
equivalent), this is commonly called the “O.L.D.” (Over-Lock-nut 
Dimension) 

• Only use valves with a suitable diameter and sufficient length. The valve 
hole must not be modified.  

• Do not use metal tire levers. These can damage the surface of the rim, 
the tire or the tube.  

 

FITTING TIRES WITH A TUBE 

Assemble the inner tube and tire accordingly to the manufacturer’s 
specifications. We recommend using soapy water or installation fluid. Pump 
the tires up to recommended maximum approved pressure. See table 1 for 
maximum approved pressure. Check the tire seat. The tire must contact the 
rim evenly around its entire circumference. If necessary, reduce the tire 
pressure to the desired operation pressure.  

FITTING TIRES WITHOUT A TUBE 

Before fitting the tires make sure the tubeless tape and a tubeless valve are 
mounted. Put sealant fluid into the tires, follow the instructions of the 
sealant manufacturer. Assemble the wheels according to the manufacturer’s 
specifications. We recommend using soapy water or installation fluid. Pump 
the tires up to recommended maximum approved pressure. See table 1 for 
the maximum approved pressure. Check the tire seat. The tire must contact 
the rim evenly around its entire circumference. If necessary, reduce the tire 
pressure to the desired operation pressure. 

 

 

 

 

 

 

 

 

 

 

 

 

 

MAINTENANCE AND CARE 

Always inspect your ZEROLITE Components product for integrity before 
riding. Damage can lead to component failure, resulting in serious injury or 
even death. Defective components should not be driven on under any 
circumstances and should be replaced immediately. If you are unsure, 
contact us or a specialist dealer.  

The following issues should always be considered: 

• After every crash and impact, the carbon rims must be checked for 
cracks, nicks, and dents. To do this, all the fittings must be unscrewed. 
Even if no obvious defects such as cracks, deformation or the like are 
visible, we cannot guarantee safe operation. Please consult a specialist 
dealer or contact us. In case of doubt, the rim should be replaced.  

• Check spoke tension, runout and wear of wheel in every 10 hours of 
riding.  

• Clean with soft cloth and suitable cleaner. Do not use high pressure 
cleaners or aggressive cleaning agents. 

• Check the wheels are secured correctly and check air pressure before 
each ride.  

Proper maintenance and care ensure a long service life and reliable function. 

DISPOSAL AND ENVIRONMENTAL PROTECTION 

The statutory regulations shall apply. Whenever possible, avoid creating 
waste. 
Waste, especially carbon, lubricants, cleaners, and any other fluids must be 
disposed in an environmentally compatible manner. 

CONTACT 

MTI DANISMANLIK BILISIM KOMPOZIT 
HAVACILIK MAK. SAN. VE TIC. A.Ş. 
TEKNOPARK OSB 75. Yıl OSB Mah. Bilim Cad. No:3 
Piramit 2 No:10  
Odunpazarı Eskişehir 26110Türkiye 
info@mticomposites.com 
+90 536 816 6944 
www.mticomposites.com 
 
 
 
 
 
 
 
 
 
 
 
 

 

ATTENTION: 

The maximum tire pressure of the wheel and the tire used 
must not be exceeded. Please check maximum tire pressure 
at Table 1 for details. 

 

 

TABLE 1 ZEROLITE WHEEL SERIES DATA SHEET 

RIM SIZE
EXT / INT 
WIDTH DEPTH HOLE COUNT

WEIGHT 
LIMIT ERD

MAX TIRE 
PRESSURE SPOKES NIPPLES

RW01.38 700C 25 / 19.4 38 24 / 28 115 564 100 PSI SS DIA 2 EXTERNAL
RW01.58 700C 25 / 19.4 38 24 / 28 115 524 100 PSI SS DIA 2 EXTERNAL
AERO DISC 700C 25 / 19.4 38 24 / 28 115 100 PSI

GW01.25 700C / 650B 33.5 / 25 25 24 115 90 PSI
GW01.40 700C 33.5 / 25 25 24 115 90PSI

MW01.25 29'' 33.5 /25 25 28 50 PSI

MW01.25 29", 27.5" 39 / 30 25 28 50 PSI

ROAD

GRAVEL

MTB


